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Options                                                                            

• 105W/198W/298W Arrangements

• Nema Photo Electrical Control 3/5/7 Pin Base Option 

• Glareshield Visor

• Dimmable

• Colour: Grey/Black/White Powdercoat

• CCT 3000/5000K

• Photometric Distribution Type II III IV

Applications                                                                              

• ‘V’ Category Roadways

• Major Intersections

• Freeway Access Ramps

• Roundabouts

• Arterial Roads 

• Highways

• Dual Carriageways 

• Bridges

• Pedestrian Crossings

• Amenity

Features                                                                                                                              
• Robust design constructed using a high pressure  

die-cast aluminium body

• Integrated heat sinks for optimal rapid heat transfer, 
allowing for low LED temperatures increasing LED Life 
and Performance

• IP65 optical / control gear chamber

• Flat lens for reduced glare control

• High Performance CREE LED’s

• Thermal Cut-out

• 32-40mm nominal bore pipe size

• 10 Year warranty

• Meets the Requirements of SA/SNZ TS 1158.6

• IP67 Electronic Driver

• Segregated Termination Chamber c/w hinge guide 
access latch system

• Optical performance via 3 distributions

Photometric Design Data 

100 SERIES 200 SERIES 300 SERIES

Catalogue Number V108-105W V162-198W V216-298W

LED Manufacturer CREE CREE CREE

Number of LED’s 108 162 216

Current Drive 383mA 383mA 450mA

Correlated Colour  
Temperature

4,200k 4,200k 4,200k

Colour Rendering Index >70 >70 >70

Input Voltage
240Vac / 50Hz 

Nominal
240Vac / 50Hz 

Nominal
240Vac / 50Hz 

Nominal

Systems Watts 105w 198w 298w

Total Run Current 0.475 Amps 0.830 Amps 1.3 Amps

Lamp and Driver Life Span 100,000 Hours 100,000 Hours 100,000 Hours

Power factor Correction 0.96 0.96 0.96

Weight <15kg <15kg <15kg

Remote Gear <12kg <12kg <12kg

Impact Rating IK06 IK06 IK0610378

Dimensions

Specification



Aldridge	  Ligh5ng	  Systems	  
delivers	  an	  aesthe5cally	  low	  
profile	  street	  and	  area	  ligh5ng	  
system.	  	  
	  
With	  over	  40	  years	  experience	  in	  
outdoor	  infrastructure,	  Aldridge	  
delivers	  a	  versa5le	  range	  in	  four	  
waBages	  and	  four	  moun5ng	  
configura5ons,	  catenary,	  post	  
top,	  side	  spigot	  and	  top	  spigot	  
mount,	  to	  suit	  todays	  ever	  
changing	  landscape	  and	  to	  
withstand	  the	  test	  of	  5me	  with	  
regards	  to:	  
o  Hardware	  
o  Op5cs	  
o  Environmental	  
o  Performance	  
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Code 	   	   	   	   	   	  Moun5ng 	   	  Page	  
	  
	  

CM.C	   	   	   	   	   	  Catenary 	   	  	  	  	  3	  
	  
	  
	  
	  
	  

CM.P	   	   	   	   	   	  Post	  Top 	   	  	  	  	  4	  	  
	  
	  
	  
	  
	  
	  
CM.S	   	   	   	   	   	  Side	  Mount 	  	  	  	   	  	  	  	  5	  
	  
	  
	  
	  
	  
	  
	  
CM.T	   	   	   	   	   	  Top	  Mount 	  	   	  	  	  	  6 	   	  
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•  Designed	  to	  meet	  stringent	  Australian	  Standards	  
•  Self	  cleaning	  housing	  and	  op5cal	  diffuser	  
•  High	  Performance	  LED	  &	  Op5cs	  to	  meet	  AS/NZ1158	  
•  Integrated	  thermal	  management	  
•  Segregated	  termina5on	  point	  
•  Hinged	  “quick	  access	  latch”	  
•  Complies	  with	  AS/NZ	  1158.6	  &	  AS/NZ	  1158.1	  
•  10	  Year	  Warranty	  
	  
	  

•  Body:	   	  High	  Pressure	  Die-‐cast	  aluminum	  (marine	  grade)	  
•  Op5cs:	   	  Type	  3	  Distribu5on	  
•  LED	  #: 	  Cree	  24-‐48	  	  
•  WaBage: 	  14-‐20-‐30-‐60-‐100	  waBs	  
•  Finishing:	   	  Powder	  Coat	  (Black	  Standard)	  
•  Moun5ng: 	  	  4-‐9m	  
•  Fixing: 	  Catenary	  wire	  or	  surface	  mount.	  
•  IP	  ra5ng: 	  IP66	  
•  IK	  ra5ng: 	  IK10	  
•  Voltage: 	  240V	  50/60Hz	  
•  Power	  Factor: 	  >	  0.9	  
	  
	  
	  

	  . 	  	  

Photometry	  Data	  
Technical	  Data	  

como-‐c	  

3	  

•  Photocell:	  7-‐pin	  Nema	  receptacle	  (7PN),	  D2	  type	  cell	  (D2)	  
•  Fuse	  Terminal	  Block:	  	  (FTB)	  
•  Surge	  Protec5on	  Device:	  	  (SPD	  -‐	  10KVa,	  20KVa)	  
•  Class	  II	  (DB	  -‐	  Double	  Insulated)	  
•  Color:	  	  Black	  (BL),	  White	  (WH),	  Grey	  (GR-‐	  Standard)	  
•  CCT:	  	  3000K,	  4000K	  (Standard),	  5000K	  	  
•  Visor:	  Glareshield/spill	  light	  kit	  (GV)	  

Op7ons	  	  

	  	  Product	  Code	   CM.P.14W	   CM.P.20W	   CM.P.26W	   CM.P.50W	   CM.P.80W	  

	  	  LED	  Qty	   24	   24	   24	   48	   48	  

	  	  WaBage	  (waBs)	   14	   20	   26	   52	   88	  

	  	  System	  WaBage	  (waBs)	   17.4	   23	   	  29.2	   	  58	   	  100	  

	  	  Input	  Voltage	  (V)	   240	   240	   240	   240	   240	  

Current	  Drive	  (mA)	   215	   280	   360	   425	   507	  

	  	  CCT	  (K)	   4000	   4000	   4000	   4000	   4000	  

	  	  CRI	   Ra>80	   Ra>80	   Ra>80	   Ra>80	   Ra>80	  

	  	  IP	  Protec5on	   IP66	   IP66	   IP66	   IP66	   IP66	  

	  	  IK	  Protec5on	   IK10	   IK10	   IK10	   IK10	   IK10	  

	  	  Weight	  (Kg)	  -‐	  max.	   12	   12	   12	   12	   12	  



•  Designed	  to	  meet	  stringent	  Australian	  Standards	  
•  Self	  cleaning	  housing	  and	  op5cal	  diffuser	  
•  High	  Performance	  LED	  &	  Op5cs	  to	  meet	  AS/NZ1158	  
•  Integrated	  thermal	  management	  
•  Segregated	  termina5on	  point	  
•  Hinged	  “quick	  access	  latch”	  
•  Complies	  with	  AS/NZ	  1158.6	  &	  AS/NZ	  1158.1	  
•  10	  Year	  Warranty	  
	  
	  

•  Body:	   	  High	  Pressure	  Die-‐cast	  aluminum	  (marine	  grade)	  
•  Op5cs:	   	  Type	  3	  Distribu5on	  
•  LED	  #: 	  Cree	  24-‐48	  	  
•  WaBage: 	  14-‐20-‐30-‐60-‐100	  waBs	  
•  Finishing:	   	  Powder	  Coat	  (Black	  Standard)	  
•  Moun5ng: 	  	  4-‐9m	  
•  Fixing: 	  Top	  post	  mount.	  
•  IP	  ra5ng: 	  IP66	  
•  IK	  ra5ng: 	  IK10	  
•  Voltage: 	  240V	  50/60Hz	  
•  Power	  Factor: 	  >	  0.9	  
	  
	  
	  

	  . 	  	  

Photometry	  Data	  
Technical	  Data	  

como-‐p	  

	  	  Product	  Code	   CM.P.14W	   CM.P.20W	   CM.P.26W	   CM.P.50W	   CM.P.80W	  

	  	  LED	  Qty	   24	   24	   24	   48	   48	  

	  	  WaBage	  (waBs)	   14	   20	   26	   52	   88	  

	  	  System	  WaBage	  (waBs)	   17.4	   23	   	  29.2	   	  58	   	  100	  

	  	  Input	  Voltage	  (V)	   240	   240	   240	   240	   240	  

Current	  Drive	  (mA)	   215	   280	   360	   425	   507	  

	  	  CCT	  (K)	   4000	   4000	   4000	   4000	   4000	  

	  	  CRI	   Ra>80	   Ra>80	   Ra>80	   Ra>80	   Ra>80	  

	  	  IP	  Protec5on	   IP66	   IP66	   IP66	   IP66	   IP66	  

	  	  IK	  Protec5on	   IK10	   IK10	   IK10	   IK10	   IK10	  

	  	  Weight	  (Kg)	  -‐	  max.	   12	   12	   12	   12	   12	  

4	  

•  Photocell:	  7-‐pin	  Nema	  receptacle	  (7PN),	  D2	  type	  cell	  (D2)	  
•  Fuse	  Terminal	  Block:	  	  (FTB)	  
•  Surge	  Protec5on	  Device:	  	  (SPD	  -‐	  10KVa,	  20KVa)	  
•  Class	  II	  (DB	  -‐	  Double	  Insulated)	  
•  Color:	  	  Black	  (BL),	  White	  (WH),	  Grey	  (GR-‐	  Standard)	  
•  CCT:	  	  3000K,	  4000K	  (Standard),	  5000K	  	  
•  Visor:	  Glareshield/spill	  light	  kit	  (GV)	  

Op7ons	  	  



•  Photocell:	  7-‐pin	  Nema	  receptacle	  (7PN),	  D2	  type	  cell	  (D2)	  
•  Fuse	  Terminal	  Block:	  	  (FTB)	  
•  Surge	  Protec5on	  Device:	  	  (SPD	  -‐	  10KVa,	  20KVa)	  
•  Class	  II	  (DB	  -‐	  Double	  Insulated)	  
•  Color:	  	  Black	  (BL),	  White	  (WH),	  Grey	  (GR-‐	  Standard)	  
•  CCT:	  	  3000K,	  4000K	  (Standard),	  5000K	  	  
•  Visor:	  Glareshield/spill	  light	  kit	  (GV)	  

•  Designed	  to	  meet	  stringent	  Australian	  Standards	  
•  Self	  cleaning	  housing	  and	  op5cal	  diffuser	  
•  High	  Performance	  LED	  &	  Op5cs	  to	  meet	  AS/NZ1158	  
•  Integrated	  thermal	  management	  
•  Segregated	  termina5on	  point	  
•  Hinged	  “quick	  access	  latch”	  
•  Complies	  with	  AS/NZ	  1158.6	  &	  AS/NZ	  1158.1	  
•  10	  Year	  Warranty	  
	  
	  

•  Body:	   	  High	  Pressure	  Die-‐cast	  aluminum	  (marine	  grade)	  
•  Op5cs:	   	  Type	  3	  Distribu5on	  
•  LED	  #: 	  Cree	  24-‐48	  	  
•  WaBage: 	  14-‐20-‐30-‐60-‐100	  waBs	  
•  Finishing:	   	  Powder	  Coat	  (Black	  Standard)	  
•  Moun5ng: 	  4-‐9m	  
•  Fixing: 	  Top	  post	  mount.	  
•  IP	  ra5ng: 	  IP66	  
•  IK	  ra5ng: 	  IK10	  
•  Voltage: 	  240V	  50/60Hz	  
•  Power	  Factor: 	  >	  0.9	  
	  
	  
	  

	  . 	  	  

Photometry	  Data	  
Technical	  Data	  

como-‐s	  

5	  

Op7ons	  	  

	  	  Product	  Code	   CM.P.14W	   CM.P.20W	   CM.P.26W	   CM.P.50W	   CM.P.80W	  

	  	  LED	  Qty	   24	   24	   24	   48	   48	  

	  	  WaBage	  (waBs)	   14	   20	   26	   52	   88	  

	  	  System	  WaBage	  (waBs)	   17.4	   23	   	  29.2	   	  58	   	  100	  

	  	  Input	  Voltage	  (V)	   240	   240	   240	   240	   240	  

Current	  Drive	  (mA)	   215	   280	   360	   425	   507	  

	  	  CCT	  (K)	   4000	   4000	   4000	   4000	   4000	  

	  	  CRI	   Ra>80	   Ra>80	   Ra>80	   Ra>80	   Ra>80	  

	  	  IP	  Protec5on	   IP66	   IP66	   IP66	   IP66	   IP66	  

	  	  IK	  Protec5on	   IK10	   IK10	   IK10	   IK10	   IK10	  

	  	  Weight	  (Kg)	  -‐	  max.	   12	   12	   12	   12	   12	  



•  Photocell:	  7-‐pin	  Nema	  receptacle	  (7PN),	  D2	  type	  cell	  (D2)	  
•  Fuse	  Terminal	  Block:	  	  (FTB)	  
•  Surge	  Protec5on	  Device:	  	  (SPD	  -‐	  10KVa,	  20KVa)	  
•  Class	  II	  (DB	  -‐	  Double	  Insulated)	  
•  Color:	  	  Black	  (BL),	  White	  (WH),	  Grey	  (GR-‐	  Standard)	  
•  CCT:	  	  3000K,	  4000K	  (Standard),	  5000K	  	  
•  Visor:	  Glareshield/spill	  light	  kit	  (GV)	  

•  Designed	  to	  meet	  stringent	  Australian	  Standards	  
•  Self	  cleaning	  housing	  and	  op5cal	  diffuser	  
•  High	  Performance	  LED	  &	  Op5cs	  to	  meet	  AS/NZ1158	  
•  Integrated	  thermal	  management	  
•  Segregated	  termina5on	  point	  
•  Hinged	  “quick	  access	  latch”	  
•  Complies	  with	  AS/NZ	  1158.6	  &	  AS/NZ	  1158.1	  
•  10	  Year	  Warranty	  
	  
	  

•  Body:	   	  High	  Pressure	  Die-‐cast	  aluminum	  (marine	  grade)	  
•  Op5cs:	   	  Type	  3	  Distribu5on	  
•  LED	  #: 	  Cree	  24-‐48	  	  
•  WaBage: 	  14-‐20-‐30-‐60-‐100	  waBs	  
•  Finishing:	   	  Powder	  Coat	  (Black	  Standard)	  
•  Moun5ng: 	  4-‐9m	  
•  Fixing: 	  Top	  post	  mount.	  
•  IP	  ra5ng: 	  IP66	  
•  IK	  ra5ng: 	  IK10	  
•  Voltage: 	  240V	  50/60Hz	  
•  Power	  Factor: 	  >	  0.9	  
	  
	  
	  

	  . 	  	  

Photometry	  Data	  
Technical	  Data	  

como-‐t	  

6	  

Op7ons	  	  

	  	  Product	  Code	   CM.P.14W	   CM.P.20W	   CM.P.26W	   CM.P.50W	   CM.P.80W	  

	  	  LED	  Qty	   24	   24	   24	   48	   48	  

	  	  WaBage	  (waBs)	   14	   20	   26	   52	   88	  

	  	  System	  WaBage	  (waBs)	   17.4	   23	   	  29.2	   	  58	   	  100	  

	  	  Input	  Voltage	  (V)	   240	   240	   240	   240	   240	  

Current	  Drive	  (mA)	   215	   280	   360	   425	   507	  

	  	  CCT	  (K)	   4000	   4000	   4000	   4000	   4000	  

	  	  CRI	   Ra>80	   Ra>80	   Ra>80	   Ra>80	   Ra>80	  

	  	  IP	  Protec5on	   IP66	   IP66	   IP66	   IP66	   IP66	  

	  	  IK	  Protec5on	   IK10	   IK10	   IK10	   IK10	   IK10	  

	  	  Weight	  (Kg)	  -‐	  max.	   12	   12	   12	   12	   12	  




